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40DC FT4 Diesel Trailer Specs.
CYCLONE 40DC 
mobile diesel powered dust collector including the following equipment.
Engin
e - Cummins 3.8 Liter FT4
.
Fan - Non overloading spark resistant.
Fan Drive - Belt drive with Twin Disc PTO on engine.
Filter - 60 vertical top loading moisture resistant pleated cartridges. 
Filters 
–
 15
,
600 sq. ft. QX 80/20 media.
Filters - Air to cloth ratio of 2.56 : 1
Filtering Capacity - 40,000 cfm at 12” Wg.
Filter Efficiency - 99.8% @ .5 Micron after initial dust cake.
Filter Efficiency - MERV 12 initial rating.
Filter Cleaning - Reverse air pulse with programmable timer for system.
Inlet Duct - (6) 20” ports, 2 each side, 2 rear.
Waste Discharge - Hydraulically driven auger.
Trailer - 
Hitch pintle lunette ring.
Trailer - Axles (3) 8000 LB Torsion with electric brakes.
Trailer - DOT approved lighting and reflective recognition tape.
Fuel Capacity - 120 U S Gallons.
Engine Compartment - Enclosed and lockable.
Finish - 
High quality epoxy primer with acrylic urethane top coat.
Warranty - Standard one year or 1500 hour whichever comes first limited.
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